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Wireless Adaptor System
HD Waterproof Wireless Transmitter and Receiver
RVS-DS66

Use this transmitter & receiver set to make any of 
our wired cameras and monitors wireless.

This also works with our Mobile Mule™ line, so 
you can have wireless DVR cameras.

The RVS-DS66 works at a range of 100’ and is 
waterproof with an IP69K rating, allowing you to 
install it outside your vehicle.

Just press and hold the “PAIR” buttons to 
activate this system in seconds.

Specifications

Video in system
AHD/TVI/CVI/CVBS Auto detection 
@1080P/720P/48

Waterproof Rating IP69K
TV System 26CH(NTSC)/76CH(PAL)

Wireless Transmission Range 100’

Operating Voltage 12-42V DC

Current Consumption 200 mA Ma

Power Consumption 2.4 Watt Max

RF Output Power 20dBm

Video Output 1Vp-p, 75 Ω

Booting Time Under 2s

Video Latency 90-120ms
Video Bit Rate 1.5-6MBPS
Smart Modulation 16QAM, QPSK, BPSK
Fast Hopping Rate 600
Multi Channel 26ch(NTSC), 76ch(PAL)

One way Audio MP3 or PCM format
Shock rating 100G
Vibration rating 10G
Operating Temperature -40°C ~ +85°C
Storage Temperature -50°C ~ +90°C

Overall Dimensions (with antenna) 2.5” (H) x 3.7” (L) x 1” (D)
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